
Next-gen solution with advanced connectivity and
smart features

Enhanced data logging and wireless connectivity
(Bluetooth, Wi-Fi optional)
Touchscreen interface for easier on-site use
Compatible with IoT and remote monitoring
systems
Built-in pump option for independent sampling
Ideal for condition-based maintenance programs
and smart diagnostics
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Portable
ICMs

What is an ICM?
An Inline Contamination Monitor (ICM) is a compact device used to measure the cleanliness of
hydraulic fluids and oils. By detecting particles, moisture, and temperature in real time, ICMs help
extend equipment life, reduce downtime, and support proactive maintenance. MP Filtri manufactures
the ICM 2.0 and ICM 4.0, both designed for lab or inline use. PSIF has enhanced these units with a
custom portable package to meet the demands of f ield service, diagnostics, and on-the-go testing.

ICM 2.0 ICM 4.0

Compact and reliable for essential portable fluid
cleanliness monitoring

Lightweight and ideal for on-the-go diagnostics
Measures ISO 4406 particle counts, moisture, and
temperature
USB and CAN interfaces for data download
Suited for single-point testing and periodic
service use
Simple display and button interface

Why Make it Portable?
PSIF-designed portable system using MP Filtri’s ICM hardware
Integrated flow controller eliminates flow calculation guesswork
Rugged, lightweight, and easy to deploy in the field
Suited for single-point testing, mobile diagnostics, and preventive maintenance
Available with both ICM 2.0 and ICM 4.0 models
Value-added assembly exclusive to PSIF customers

Operating Conditions
Maximum Inlet Pressure: 6091 PSI (420 BAR)
Inlet Flow Range: 5.3–105.6 GPM (20–400 LPM)
Power Options: 115 VAC or USB interface

Software + Support
Free and easy-to-use software included
Compatible with standard USB or CAN interfaces
PSIF offers optional, technical training to support
deployment and use.
Available for purchase or included with
qualifying orders.

Note: MP Filtri is the original equipment manufacturer of the ICM hardware. The portable
configuration shown here is a value-added system engineered and assembled by PSIF.
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